MODEL 1200WP
WEATHER-PROOF MAGNETIC LOCK

IDEAL FOR SLIDING AND SWINGING GATES
1200 POUND MINIMUM HOLDING FORCE
MAGNET SIZE 9”L x 2-5/8"H x 1-5/8"W
ARMATURE SIZE 7-1/2"L x 2-3/8"H x 9/16"W
12 OR 24 VOLT DC OPERATION
CURRENT DRAW -
440 mA @ 12VDC
260 mA @ 24VDC
10” COLOR CODED LEADS IN PLASTIC JACKET
1/2"” INTERNAL THREAD AND 3/4” EXTERNAL THREAD CONDUIT FITTING
COMPLETELY SEALED IN STAINLESS STEEL CASE
ALL METAL PARTS ARE PLATED TO RESIST CORROSION
GATE MOUNTING BRACKETS ARE AVAILABLE
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MODEL 1200WP SPECIFICATIONS

ELECTRICAL SPECIFICATIONS

Supply Voltage: 12 or 24 VDC

Current Draw: 440 mA @ 12VDC
260 mA @ 24 VDC

MECHANICAL SPECIFICATIONS

Magnet Size: 9"L x 2-5/8"H x 1-5/8"W
Armature Size: 7-1/2"L x 2-3/8"H x 9/16"W
Holding Force: 1200 Pounds

Housing: Stainless Steel

Conduit Fitting: Internal thread 1/2”, External thread 3/4”
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GATE LOCK INSTALLATION EXAMPLES
USE AM3370 BRACKET FOR MODEL 600WP
USE AM6370 BRACKET FOR MODEL 1200WP
CONSULT FACTORY FOR CUSTOM BRACKETS

TYPICAL SLIDING GATE
INSTALLATION
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TYPICAL SWINGING GATE
INSTALLATION
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